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GALVANIZED BACK

F36 T12 H.0.C.W.
LAMPS (4 REQUIRED)
JEFFERSON

BALLAST 256-448
ELECTRICAL CONNECT

MOUNTING HARDWARE,
#12 x 17 GALV. TEK
SCREW, (3) ROWS OF

DATE BY

REVISIONS:
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THIS WALL SIGN ATTACHMENT HAS BEEN DESIGNED IN

a ACCORDANCE WITH THE REQUIREMENTS OF THE FLORIDA

BUILDING CODE 2014 5th Ed., CHAPTER 16,

: STRUCTURAL DESIGN, ASCE 7-2010.

THE FOLLOWING WIND LOAD REQUIREMENTS,

IN ACCORDANCE WITH SECTION 1609, WERE
EMPLOYED IN THE DESIGN OF THE STRUCTURE.

BASIC WIND SPEED: 140 MPH, W/ 3—SECOND GUSTS.
° BUILDING CATEGORY: I

WIND EXPOSURE CATEGORY: C

DESIGN WIND PRESSURE FOR EXTERIOR COMPONENTS

& CLADDING: (32.00 PSF)

PROPOSED 'Shell' PECTEN LOGO

(4) SCREWS, TYP. —~ s . TO EXISTING GAS CANOPY
5] 2 N
~— NOTE: U.L. LISTED SIGN CABINET
W/ DRAIN HOLES
AT BOTTOM
- 3 _
MOUNTING HARDWARE, — EXISTING
] #12 X 3/4 TEX SCREWS, CANOPY FASCIA
(4) ROWS OF (3) EACH 5
.090 ALUM. \\
CASE—1 N ><
Y
CONNECT NEW
SIGN FACE— BALLAST BOX TO
\\h EXISTING SERVICE
BY LICENSED
Contractor: BALLAST ) ELECTRICIAN
Aluminum Plus \
750 E. Int'l. Speedway Blvd. FLOURESCENT \\\\1_1 ;ﬂ\\
Deland, FL. 32724 LAMPS W/
Ph: 386 734—2864 TOMBSTONE™ /
Fx: 386 736—7096 SOCKETS 4jﬁ
aplus@daluminumplus.com | |
www.aluminumplus.com \\| |
Site Address: © of '
885 S Volusia Ave. | | '
V Orange City, FL 32763 |
Parcel ID: )
FRONT VIEW 10—-18-30—-15-02—-0020
U ——— SECTION DETAIL
SCALE: N.T.S. AREA: 9.00 S.F. SCALE: N.T.S.

PLANNING ¢ PERMITTING

ENGINEERING

JOB #

#10854

Proposed "Shell”

SHEET TITLE:

PROJECT:
S Volusia Ave.

Orange City, FL| Wall Sign

DELAND, FL 32720

CERT NO. 26298

EPI

ENGINEERED PERMITS, INC.
311-A S. WOODLAND BLVD.

PHONE: 386-734—0830
FAX: 386-734-8226

EMALL: epiGepleng.net

MICHAEL WOJTUNIAK, P.E.

P.E. NO. 60934
EMAIL:  mwojtuniak@epieng.net
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3’x 3’ ILLUMINATED,
"SHELL" PECTEN

LOGO, 9 S.F.
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PROPOSED CANOPY ELEVATION FACING SOUTHEAST TOWARDS CORKSCREW DR
SCALE: N.T.S.
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PROPOSED CANOPY ELEVATION FACING NORTHWEST TOWARDS C-STORE

SCALE: N.T.S.
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10860 Miromar Outlet Dr..
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PROPOSED CANOPY ELEVATION FACING SOUTHWEST PROPOSED CANOPY ELEVATION FACING NORTH EAST

SCALE: N.T.S. SCALE: N.T.S.
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PROPOSED CANOPY ELEVATION
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Customer:
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EXISTING ID SIGN
N.T.S.

THIS SIGN ATTACHMENTS HAVE BEEN DESIGNED IN
ACCORDANCE WITH THE REQUIREMENTS OF THE
FLORIDA BUILDING CODE 2014 5thkd., CHAPTER 16,
STRUCTURAL DESIGN, ASCE 7-2010. THE FOLLOWING
WIND LOAD REQUIREMENTS, IN ACCORDANCE WITH
SECTION 1609, WERE

EMPLOYED IN THE DESIGN OF THE STRUCTURE.
BASIC WIND SPEED: 160 MPH, W/ 3—SECOND GUSTS.
RISK CATEGORY: I

WIND EXPOSURE CATEGORY: C

DESIGN WIND PRESSURE FOR EXTERIOR COMPONENTS
& CLADDING: (32.00 PSF)

10860 Miromar Outlet Dr..

Slte Address:
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